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Liability	  Disclaimer	  -‐	  The	  information	  in	  this	  Data	  Sheet	  is	  provided	  without	  suggestion	  of	  warranty	  or	  guarantee.	  “Physical	  Properties”	  are	  
typically	  values	  rather	  than	  specifications.	  The	  user	  is	  responsible	  for	  investigation	  for	  suitability	  of	  this	  product	  for	  their	  own	  use.	  
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Description: 

 
ICS-9780 is solids dispersant. 
 
 
Applications: 

 
ICS-9780 is specially formulated to 
dissolve and disperse asphaltene and 
paraffin deposition. 
 
The ICS-9780 can be used both 
downhole to remedy formation issues with 
paraffin and asphaltene solids and in 
other production chemical equipment.  
(pipelines, vessels, tanks, equipment) 
 
 

Dosage: 

 
ICS-9780 can be used from 1-5% in batch 
treatments and in higher concentrations 
for cleaning out production equipment. 
 
 
 
 
 
 

 

Handling: 

 
Please refer to the Safety Data Sheet for 
further handling information. 
 
 

Packaging: 

 
ICS-9780 is available in drum and tote 
quantities. 
 
 
 

Typical Properties: 
 

Appearance: Clear amber liquid 

Activity: 100% 

Solubil ity: hydrocarbon 

Specific 
Gravity: 
 

0.90 @25°C (77°F) 

Flash Point: >93.3°C (200°F) 


