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Liability	  Disclaimer	  -‐	  The	  information	  in	  this	  Data	  Sheet	  is	  provided	  without	  suggestion	  of	  warranty	  or	  guarantee.	  “Physical	  Properties”	  are	  
typically	  values	  rather	  than	  specifications.	  The	  user	  is	  responsible	  for	  investigation	  for	  suitability	  of	  this	  product	  for	  their	  own	  use.	  
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Description: 

ICS-HMXG is a water-soluble dust 
suppressant.  It binds dust particles and 
prevents them from becoming airborne.  
After the application of  
ICS-HMXG the results are a firm, non-
tracking, water resistant durable surface 
that seals dust and will not crust. 
 

 
Applications: 

ICS-HMXG prevents dusting in mining 
products through extraction and transport.  
It can be used to prevent wind erosion on 
mineral piles as well as on the extraction 
equipment, conveyance systems and 
transport systems such as railcars and 
open top trucks. 
 

Recommended Dosage: 

ICS-HMXG is designed to be diluted 
anywhere from 1:2 parts to 1:20 parts. 
 

 

Handling: 

Please refer to the Safety Data Sheet for 
further handling information. 
 

Packaging: 

ICS-HMXG is available in drum or tote 
quantities. 
 

Physical Properties: 
 

Appearance  Clear yellow liquid 

Solubil ity Water 

Freezing 
Point: 

< 28°C 

Boil ing Point: > 100°C 

Flash Point  39°C (102°F) 

	   	  


